
ALL TERRAIN CRANE

100 METRISCHE TONNEN TRAGLAST / 100 METRIC TON CAPACITY
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ATF 100G-4
Maße (mm)
Dimensions (mm)
Dimensiones (mm)
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ATF 100G-4
Hubhöhen
Lifting heights
Hauteurs de levage
Alturas de elevación

* Nach hinten / * Over rear / * A l'arrière / * Sobre la parte trasera4
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ATF 100G-4
Tragfähigkeiten

Lifting capacities
Capacités de levage

Capacidades de elevación
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11.1 m* 11.1 m 14.8 m 18.5 m 22.1 m 25.8 m 29.5 m 33.2 m 36.9 m 40.5 m 44.2 m 47.9 m 51.2 m

2.3 100.0
2.5 90.0
3.0 81.6 76.1 65.0 65.0
3.5 74.6 69.9 65.0 65.0 50.0
4.0 68.3 64.1 63.5 61.4 50.0 41.3
4.5 62.7 59.0 58.5 56.7 50.0 41.3
5.0 57.8 54.6 54.0 52.7 50.0 39.2 31.6
6.0 50.0 47.2 46.6 46.8 45.9 34.9 31.6 23.8
7.0 42.5 41.2 40.7 40.8 40.8 33.0 28.9 23.8 19.7 15.8
8.0 36.6 35.5 35.4 35.5 35.8 31.1 28.5 23.8 19.7 15.8 12.9
9.0 24.9 24.0 31.2 31.4 31.6 29.4 28.5 22.6 19.7 15.8 12.9 10.2

10.0 26.7 26.9 27.3 28.0 27.0 20.9 19.6 15.8 12.9 10.2 8.9
11.0 22.7 23.4 24.7 24.9 24.0 19.4 18.2 15.8 12.9 10.2 8.9
12.0 20.0 21.9 21.9 21.7 21.3 18.0 17.0 15.8 12.9 10.2 8.9
14.0 17.2 17.3 17.0 16.6 16.2 14.9 14.1 12.9 10.2 8.9
16.0 14.0 14.1 13.8 13.4 13.9 13.0 12.6 11.8 10.2 8.9
18.0 11.7 11.5 11.1 11.5 11.7 10.8 10.8 10.0 8.9
20.0 9.2 9.7 9.3 9.7 9.9 9.5 9.5 9.1 8.5
22.0 8.3 8.4 8.3 8.5 8.6 8.4 8.1 7.6
24.0 7.8 7.2 7.7 7.4 7.3 7.0 6.9
26.0 6.9 6.5 6.7 6.5 6.3 6.0 6.0
28.0 6.0 5.9 5.7 5.5 5.2 5.2
30.0 5.3 5.2 5.0 4.8 4.5 4.5
32.0 4.7 4.4 4.3 3.9 3.9
34.0 4.2 3.9 3.7 3.4 3.4
36.0 3.5 3.3 3.0 3.0
38.0 3.1 2.9 2.6 2.6
40.0 2.6 2.2 2.2
42.0 2.3 1.9 1.9
44.0 1.7 1.6
46.0 1.4
48.0 1.2

22.5t360
7.2m

* Nach hinten / * Over rear / * A l'arrière / * Sobre la parte trasera

11.1 m* 11.1 m 14.8 m 18.5 m 22.1 m 25.8 m 29.5 m 33.2 m 36.9 m 40.5 m 44.2 m 47.9 m 51.2 m

2.3 100.0
2.5 90.0
3.0 81.6 76.3 65.0 65.0
3.5 74.0 69.4 65.0 65.0 50.0
4.0 67.5 63.5 63.0 61.4 50.0 41.3
4.5 61.9 58.3 57.8 56.7 50.0 41.3
5.0 57.1 53.8 53.3 52.7 50.0 39.2 31.6
6.0 47.9 46.4 45.9 46.0 45.9 34.9 31.6 23.8
7.0 40.4 39.7 39.2 39.3 38.5 33.0 28.9 23.8 19.7 15.8
8.0 34.5 34.6 33.6 33.3 32.0 31.1 28.5 23.8 19.7 15.8 12.9
9.0 24.9 24.0 27.1 27.3 28.1 28.0 26.4 22.6 19.7 15.8 12.9 10.2

10.0 22.4 24.7 25.0 24.4 23.1 20.9 19.6 15.8 12.9 10.2 8.9
11.0 20.8 21.4 21.4 21.2 20.4 19.2 18.2 15.8 12.9 10.2 8.9
12.0 18.1 18.6 18.6 18.4 18.0 17.8 16.6 15.8 12.9 10.2 8.9
14.0 14.5 14.6 14.3 13.9 14.4 14.0 13.3 12.9 10.2 8.9
16.0 11.7 11.9 11.5 11.2 11.6 11.8 11.1 11.0 10.2 8.9
18.0 10.2 9.7 10.1 9.5 9.9 9.8 9.7 9.4 8.9
20.0 8.6 8.6 8.7 8.4 8.5 8.3 8.1 7.8 7.8
22.0 7.4 7.5 7.3 7.3 7.0 6.9 6.6 6.5
24.0 6.5 6.3 6.3 6.0 5.9 5.5 5.5
26.0 5.7 5.5 5.4 5.2 5.0 4.7 4.7
28.0 4.8 4.7 4.4 4.3 4.0 4.0
30.0 4.2 4.1 3.8 3.7 3.4 3.4
32.0 3.6 3.3 3.2 2.9 2.8
34.0 3.2 2.9 2.7 2.4 2.4
36.0 2.5 2.3 2.0 2.0
38.0 2.2 2.0 1.7 1.7
40.0 1.7 1.4 1.4
42.0 1.4 1.1 1.1
44.0 0.9 0.8
46.0 0.6

* Nach hinten / * Over rear / * A l'arrière / * Sobre la parte trasera

16.3t360
7.2m
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ATF 100G-4
Hubhöhen
Lifting heights
Hauteurs de levage
Alturas de elevación

22.5t360
7.2mHYDRO

74

72

70

68

66

64

62

60

58

56

54

52

50

48

46

44

42

40

38

36

34

32

30

28

26

24

22

20

18

16

14

12

10

8

6

4

2

0

m

14.8 m

18.5 m

22.1 m

29.5 m

25.8 m

36.9 m

40.5 m

44.2 m

54525048444038363430282622201614121062 4642322418840

47.9 m

33.2 m

11.1 m

51.2 m

51.2 m + 10.0 m

70
°

60
°

50
°

40°

30°

20°

10°

m

0°- 40°51.2 m + 18.0 m
0°- 20°



11Änderungen vorbehalten / Subject to change without prior notice / Cette documentation est modifiable sans préavis / Sujeto a cambios sin previo aviso

ATF 100G-4
Tragfähigkeiten

Lifting capacities
Capacités de levage

Capacidades de elevación

22.5t360
7.2mHYDRO

11.1 m + 10.0 m 33.2 m + 10.0 m 47.9 m + 10.0 m 51.2 m + 10.0 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

3.0 12.2
3.5 12.2
4.0 12.2
4.5 12.2
5.0 12.2 12.2
6.0 12.2 11.5
7.0 12.2 10.8 10.1
8.0 12.2 10.2 7.4 10.1
9.0 12.1 9.7 7.1 10.1

10.0 11.3 9.0 6.7 10.1 9.0
11.0 10.5 8.5 6.4 10.1 8.6 4.9
12.0 9.6 8.0 6.2 10.1 8.3 4.9 4.4
14.0 8.1 7.1 5.8 9.3 7.6 6.7 4.9 4.4
16.0 7.0 6.5 8.5 7.1 6.3 4.9 4.9 4.4 4.4
18.0 7.9 6.7 6.0 4.9 4.9 4.7 4.4 4.4
20.0 7.4 6.3 5.7 4.9 4.8 4.5 4.4 4.4 4.2
22.0 6.9 6.0 5.5 4.9 4.6 4.3 4.4 4.3 4.0
24.0 6.5 5.7 5.2 4.7 4.4 4.1 4.4 4.1 3.9
26.0 5.6 5.5 5.1 4.5 4.2 3.9 4.1 3.9 3.7
28.0 4.8 5.2 4.9 4.3 4.0 3.8 3.9 3.8 3.6
30.0 4.2 4.4 4.6 4.0 3.9 3.6 3.7 3.6 3.5
32.0 3.6 3.8 4.0 3.7 3.7 3.5 3.5 3.4 3.3
34.0 3.1 3.3 3.2 3.5 3.4 3.2 3.3 3.2
36.0 2.7 2.8 2.8 3.0 3.2 2.7 3.0 3.1
38.0 2.3 2.4 2.4 2.6 2.8 2.3 2.6 2.7
40.0 2.0 2.0 2.2 2.4 2.0 2.2 2.3
42.0 1.7 1.9 2.0 1.7 1.9 2.0
44.0 1.4 1.6 1.7 1.4 1.6 1.7
46.0 1.2 1.3 1.1 1.3 1.4
48.0 1.0 1.1 0.9 1.0
50.0 0.7 0.8 0.7 0.8
52.0 0.6 0.6 0.5 0.6

m

11.1 m + 18.0 m 33.2 m + 18.0 m 47.9 m + 18.0 m 51.2 m + 18.0 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

3.5 5.8
4.0 5.8
4.5 5.8
5.0 5.8
6.0 5.8
7.0 5.8
8.0 5.8 4.2
9.0 5.8 4.2

10.0 5.8 5.3 4.2
11.0 5.8 5.0 4.2
12.0 5.7 4.8 4.2 2.9
14.0 5.1 4.4 4.2 2.9 2.7
16.0 4.7 4.1 3.2 4.2 4.2 2.9 2.7
18.0 4.2 3.7 3.0 4.2 4.1 2.9 2.7
20.0 3.7 3.4 2.8 4.2 3.9 3.2 2.9 2.9 2.7
22.0 3.3 3.1 2.6 4.2 3.8 3.1 2.9 2.9 2.7 2.7
24.0 3.0 2.9 2.5 4.2 3.6 3.0 2.9 2.9 2.7 2.7
26.0 2.7 2.8 4.2 3.5 2.9 2.9 2.9 2.9 2.7 2.7 2.7
28.0 4.1 3.4 2.8 2.9 2.9 2.8 2.7 2.7 2.6
30.0 3.9 3.3 2.7 2.9 2.9 2.7 2.7 2.7 2.6
32.0 3.8 3.2 2.6 2.9 2.7 2.6 2.7 2.6 2.5
34.0 3.6 3.1 2.6 2.9 2.7 2.5 2.7 2.5 2.4
36.0 3.2 3.0 2.5 2.8 2.6 2.4 2.7 2.4 2.3
38.0 2.8 2.9 2.5 2.6 2.5 2.4 2.6 2.3 2.2
40.0 2.4 2.7 2.5 2.3 2.4 2.3 2.2 2.3 2.2
42.0 2.1 2.3 2.0 2.3 2.2 1.9 2.2 2.1
44.0 1.8 2.0 1.7 2.0 2.2 1.6 2.0 2.1
46.0 1.6 1.7 1.4 1.7 1.9 1.3 1.7 1.9
48.0 1.3 1.2 1.5 1.6 1.1 1.4 1.6
50.0 1.0 1.2 1.4 0.9 1.2 1.3
52.0 0.8 1.0 1.1 0.7 0.9 1.1
54.0 0.6 0.8 0.5 0.7 0.9
56.0 0.6 0.5

m
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Hubhöhen
Lifting heights
Hauteurs de levage
Alturas de elevación

Tragfähigkeiten
Lifting capacities

Capacités de levage
Capacidades de elevación
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* Oberwagenverriegelung eingelegt	 * Superstructure verrouillé
* Superstructure locked	 * Bloqueo de superestructura

11.1 m* 14.8 m* 18.5 m*

3.0 17.8 18.3 18.6 
3.5 16.2 16.7 17.0 
4.0 14.8 15.3 15.6 
4.5 13.5 14.1 14.4 
5.0 12.5 13.0 13.3 
6.0 10.7 11.2 11.5 
7.0 9.3 9.8 10.1 
8.0 8.2 8.6 8.9 
9.0 7.0 7.6 8.0 

10.0 6.7 7.0 
11.0 5.7 6.1 
12.0 4.8 5.2 
14.0 3.9 
16.0 3.0 

10.2t

* Oberwagenverriegelung eingelegt	 * Superstructure verrouillé
* Superstructure locked	 * Bloqueo de superestructura

11.1 m* 14.8 m* 18.5 m*

3.0 18.2 18.7 18.9 
3.5 16.6 17.1 17.3 
4.0 15.1 15.7 15.9 
4.5 13.9 14.4 14.7 
5.0 12.8 13.3 13.6 
6.0 10.6 11.5 11.8 
7.0 8.2 9.1 9.6 
8.0 6.5 7.4 7.8 
9.0 5.2 6.0 6.4 

10.0 4.9 5.4 
11.0 4.1 4.5 
12.0 3.5 3.9 
14.0 2.9 
16.0 2.0 

* Oberwagenverriegelung eingelegt	 * Superstructure verrouillé
* Superstructure locked	 * Bloqueo de superestructura

6.0 t

11.1 m* 14.8 m* 18.5 m*

3.0 18.5 19.0 19.2 
3.5 16.8 17.3 17.6 
4.0 15.3 15.9 16.1 
4.5 13.8 14.6 14.6 
5.0 11.6 12.6 13.1 
6.0 8.6 9.5 10.0 
7.0 6.5 7.4 7.8 
8.0 5.1 5.8 6.3 
9.0 4.0 4.7 5.2 

10.0 3.9 4.3 
11.0 3.2 3.6 
12.0 2.6 3.0 
14.0 2.1 
16.0 1.4 

* Oberwagenverriegelung eingelegt	 * Superstructure verrouillé
* Superstructure locked	 * Bloqueo de superestructura

5.1 t

11.1 m* 14.8 m* 18.5 m*

3.0 18.5 19.0 19.3 
3.5 16.9 17.4 17.6 
4.0 15.4 15.9 15.8 
4.5 13.1 14.2 14.0 
5.0 11.1 12.1 12.5 
6.0 8.1 9.1 9.5 
7.0 6.1 7.0 7.5 
8.0 4.7 5.5 6.0 
9.0 3.6 4.4 4.8 

10.0 3.5 4.0 
11.0 2.9 3.3 
12.0 2.3 2.8 
14.0 1.9 
16.0 1.2 

11.1 m* 14.8 m* 18.5 m*

3.0 17.4 17.9 18.2 
3.5 15.8 16.4 16.6 
4.0 14.4 15.0 15.2 
4.5 13.2 13.8 14.1 
5.0 12.2 12.7 13.0 
6.0 10.5 11.0 11.2 
7.0 9.1 9.6 9.8 
8.0 8.0 8.5 8.7 
9.0 7.1 7.5 7.8 

10.0 6.7 7.0 
11.0 6.1 6.3 
12.0 5.5 5.8 
14.0 4.8 
16.0 3.9 

* Oberwagenverriegelung eingelegt	 * Superstructure verrouillé
* Superstructure locked	 * Bloqueo de superestructura

22.5t


